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LIGHTING

ELECTRICAL LEGEND

POLE MOUNTED FIXTURE (LETTER DENOTES TYPE)

WALL MOUNTED FIXTURE (LETTER DENOTES TYPE)

PHOTOMETRIC LIGHTING LEVELS

AREA AVG MAX MIN MAX/MIN AVG/MIN

NORTH LOT

SOUTH TANK AREA

PROPERTY LINE

2.9 14.5 0.0

1.5 2.5 0.4 6.3 : 1 3.8 : 1

NA NA

1.5 4.1 0.0 NA NA

SOFTWARE USED: VISUAL LIGHTING 2020 BUILD 2.10.0044

LIGHTING POLE - REFER
TO FIXTURE SCHEDULE

POLE BASE

STUB CONDUITS 25mm
ABOVE TOP OF BASE

LOCK NUTS

LEVELING NUTS

CAST-IN-PLACE ARCHITECHTURAL CONCRETE BASE VIA
'NEWAVEA 510R-HIGH' "ArtFORM" BREAKWAY FORM
SUPPLIED BY "ArtFORMS INTERNATIONAL INC."
SOUFFVILLE, ONTARIO TEL. (905) 642-3225

GALVANIZED STEEL "J" BOLTS AS SUPPLIED BY
MANUFACTURER. POSITION TO SUIT POLE BASE PLATE
DIMENSION WITH MINIMUM 50mm CONCRETE COVER

TOP OF CONVENTIONAL FIBRE FORM
AT 50 BELOW FINISHED GRADE

INSERT CONCRETE BASE

BACKFILL WITH LIMESTONE SCREENINGS,
COMPACTED TO MIIMUM 95% SPD

RIGID PVC CONDUITS C/W
GROUND CONDUCTORS

STANDARD CORRUGATED STEEL DRAINAGE
PIPE (CSP) CUT SQUARE AND SET PLUMB

8-20M REINF. RODS & 10M TIES PER ONT.
PROV. STD. DWGS. OPSD-2200.01 WHERE BASE
IS IN PARKING LOT, REINFORCING TO BE EPOXY
COATED

450 Dia.

510 Dia.
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460 Dia.

1200mm MINIMUM

GRADE

FILL VOID AROUND CSP WITH
LEAN CONCRETE MIXTURE PRIOR
TO POLE INSTALLATION

WRAPAROUND ALUMINUM COLOUR
ACCANT BAND - TO MATCH
BUILDING COLOUR, TO BE INCLUDED

MARKER TAPE

POLE BASE DETAIL NOTES:

ALL DIMENSIONS ARE IN MILLIMETERS, UNLESS NOTED OTHERWISE.

TOP OF FOUNDATION SHALL BE TROWELLED SMOOTH AND LEVEL.

CONCRETE 28 DAY COMPRESSIVE STRENGTH 30MPa, AIR CONTENT 5 TO 8%, WATER CONTENT RATIO 
0.45. CONCRETE SHALL BE VIBRATED.

MINIMUM OF TWO SLEEVES REQUIRED FOR EACH CONC. FOUNDATION UNLESS OTHERWISE SHOWN.

CONTRACTOR TO VERIFY OPENING SIZE IN POLE BASE PLATE PRIOR TO SETTING CONDUITS.

FORM RELEASE AGENT HAS BEEN FACTORY-APPLIED TO INSIDE SURFACE OF "ArtFORM".

SUBJECT TO SOIL CONDITIONS, REFER TO SOIL REPORT.

POLE BASE SHALL BE DESIGNED AND APPROVED BY STRUCTURAL ENGINEER.
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LIGHTING FIXTURE SCHEDULE

TYPE MANUFACTURER MODEL CATALOGUE NUMBER VOLTAGE WATTAGE
LUMENS & COLOUR

TEMPERATURE MOUNTING MOUNTING HEIGHT REMARKS

SA1 McGRAW-EDISON GLEON GALLEON GLEON-AF-04-LED-E1-T4W-BZ-8030 120 V 225 W 23,000 LUMENS, 3000K POLE 20' POLE WITH 2'-10"
BASE

PROVIDE 4" SSS POLE. SEE DETAIL 2 FOR
POLE BASE DETAIL.

SA2 McGRAW-EDISON GLEON GALLEON GLEON-AF-10-LED-E1-T4FT-BZ-8030-1200 120 V 640 W 62,900 LUMENS, 3000K POLE 20' POLE WITH 2'-10"
BASE

PROVIDE 4" SSS POLE. SEE DETAIL 2 FOR
POLE BASE DETAIL.

SA3 McGRAW-EDISON GLEON GALLEON GLEON-AF-04-LED-E1-5WQ-BZ-8030 120 V 225 W 24,400 LUMENS, 3000K POLE 20' POLE WITH 2'-10"
BASE

PROVIDE 4" SSS POLE. SEE DETAIL 2 FOR
POLE BASE DETAIL.

SA4 McGRAW-EDISON GLEON GALLEON GLEON-AF-10-LED-E1-SL4-BZ-8030-1200-HSS 120 V 640 W 59,400 LUMENS, 3000K POLE 20' POLE WITH 2'-10"
BASE

PROVIDE 4" SSS POLE. SEE DETAIL 2 FOR
POLE BASE DETAIL.

SB STREETWORKS GAW GALLEON GAW-AF-02-LED-U-T4W-BZ-8030 120 V 113 W 11,800 LUMENS, 3000K WALL 18'-8"

LIGHTING FIXTURE SCHEDULE

N.T.S.ES01
POLE BASE DETAIL2

DRAWING NOTES:

POLE BASE TO BE POSITIONED 300mm BACK INTO EMBANKMENT.

POLE BASE MOUNTED TO UPPER SIDE OF RETAINING WALL LEVEL.

POLE BASE MOUNTED TO TOP OF RETAINING WALL. COORDINATE WITH CONCRETE CONTRACTOR.

ENSURE POLE IS MOUNTED NOT CLOSER THAN 10' TO ENBRIDGE FUEILING EQUIPMENT.
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